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Gel Pad Buttons and Functions 

 

The Gel Pad is the primary control center for your lift. Here you can turn 

your unit off and on, send the unit to its levels, or stop travel in any 

direction. The remotes are also programmed from the Gel Pad. 



3 
G8-09-11-2018 

 

On 2-stop lifts, the “2” button is not used; simply use the arrows to 

control your direction. 

Remote Programming 

You MUST move quickly during this process! 
Please read through instructions thoroughly before starting. The control 

board will exit the programming mode after 7 seconds of inactivity; you 

may have to practice the steps a few times before programming your 

remote successfully. 

1. Have all remotes present. 

2. Press and hold the learn button on the gel pad 

until the green LED beside the button lights up 

(approximately 3 seconds). 

3. Press either the up or down button on your 

remote; you will see a corresponding flash 

from the learn LED. 

o Additional Remotes: Repeat this step 

with each remote. 

4. Give the learn mode about 10 seconds to expire, you will see a 

rapid flash from the learn LED. 

5. Now test the remote(s) to see if the programming was successful! 

 

There are two modes that your lift can be set in, Momentary and 

lathing. 
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240 Volt Standard Lift Wiring 

This diagram is only for 60Hz 240VAC. Verify line in voltage before 

connecting. If you are not sure of the operation and/or installation of this 

unit, contact an electrician or contact our office. Galaxy Unlimited, LLC is 

not responsible for incorrect field wiring, damages to equipment or harm 

to anyone or anything. Incorrect field wiring will void warranty.  

Motor Wiring: 

Black: T1 

Orange: T4 

Red: T5 

Join: T2, T3, T8 

*If up and down are 

reversed for your 

application, swap 

Motor Orange and 

Motor Black in the   
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120 Volt Standard Lift Wiring 

This diagram is only for 60Hz 120VAC. Verify line in voltage before 

connecting. If you are not sure of the operation and/or installation of this 

unit, contact an electrician or contact our office. Galaxy Unlimited, LLC is 

not responsible for incorrect field wiring, damages to equipment or harm 

to anyone or anything. Incorrect field wiring will void warranty. 

Motor Wiring: 

Orange: T2, T4 

Red: T5 

White: T8 

*If up and down are 

reversed for your 

application, swap 

Motor Orange and 

Motor Black in the 

control box. 

The box is normally 

sent with the 240V 

Connector (Orange) 

from the 

transformer 

connected to the 

contactors. To 

switch it to 120V all 

you need to do is 

change that 

connector to the 

120V Connector 

(white) 
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Martec Control Box - Magnetic Limit Switch Overview  

The Galaxy Cargo Lift includes Magnetic Limit Switches, wiring and the 

necessary mounting hardware. A two-stop cargo lift will have two 

Magnetic Limit Switch bags. Each bag contains one Wired and one Non-

Wired Component.  The two Components comprise one Magnetic Limit 

Switch. 

The Magnetic Limit Switch is designed to stop the lift at a specific location 

when the two Components are near one another.  There are no 

mechanical components, so once the Magnetic Limit Switch is firmly 

attached in the desired position there should be only minor adjustments 

required in the future.  

The installation hardware includes four (4) pieces of two-sided tape.  The 

tape should be used to temporarily attach the Wired and Non-Wired 

Components to the cargo lift.  This will allow the two Components to be 

easily removed and relocated during the installation process before 

permanently attaching the Components with screws.   

PLEASE READ ALL INSTRUCTIONS CAREFULLY BEFORE STARTING THE 

INSTALLATION OF THE CARGO LIFT. 

Limit Switch Installation Procedure 

1. Before installing the cargo lift basket to the vertical beams, use 
the two-sided tape to temporarily mount the Non-Wired Component of 
the Magnetic Limit Switch on the outside of one of the external 
backbones of the cargo lift.  Either of the two backbones is acceptable 
but note that the Wired component of the Magnetic Limit Switch will 
need to be mounted on the vertical beam corresponding to that 
backbone and you should consider how the wire will be run from the 
vertical beam to the control box.  The Non-Wired Component of the 
Magnetic Limit Switch must be located within ½ inch of the furthest point 
to the back of the lift. That is extremely important as it allows for a precise 
proximity point between the two Components (Wired and Non-Wired) of 
the Magnetic Limit Switch. 
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Attach two-sided tape to Non-Wired Component and attached to the Backbone 

2. Mount the cargo lift basket to the vertical beams and complete 
the installation of the head assembly, motor, and control box. 

3. With the basket installation complete, lower the basket to the 
desired bottom position.  Apply the two-side tape to the back of the 
mounting bracket, position the mounting bracket to the back of the 
vertical beam, attach the Wired Component of the Magnetic Limit Switch 
to the bracket using the included screws.  The Wired Component should 
be located parallel to the Non-Wired Component of the Magnetic Limit 
Switch.  Note that the mounting bracket is designed to allow for some 
adjustment once the optimal location is identified and the bracket is 
secured with screws. 

 

 

 

 

 

Mounting bracket and Wired Component installed on beam with two-sided tape 
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4. The next step will be to connect the Wired Component to the 
control board in the control box. Remove the four screws that secure the 
control pad to the control box.  DO NOT REMOVE the ribbon that 
connects the control pad to the control box.  The connector is fragile and 
will be very difficult to successfully reattach.  The control pad can be 
placed in the side of the control box while attaching the wires for the 
Magnetic Limit Switch.   

 

 

 

 

 

 

 

 

 

 

 

 

Control Pad removal and temporary storage 

 

5. For reference, the pictures below show the PCB board outside 
the control box before the Wired Components are attached as well as 
inside the control box.  There are 3 wires (red, green, black) coming from 
the PCB board. One end of these wires is connected to the blue terminal 
at the top of the PCB board.  DO NOT change this connection. The other 
ends of these wires are joined together with a blue wire nut which can be 

Four 

retaining 

screws 

Do not remove 

connector ribbon 
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removed.  The black wire is the common, the red is for the upper limit 
switch wire, and the green is for the lower limit wire. 

 

 

 

 

 

 

 

 

 

 PCB board outside and installed in control box 

 

6. The Wired Component of the Magnetic Limit Switch also contains 
three colored wires (white, red, black). Note that the black wire will not 
be used in this installation. 

7. The Galaxy Cargo Lift also includes an Over Limit Switch.  This 
safety feature should also be connected at this time.  Run the ends of the 
wires for the Over Limit Switch, Upper Limit Switch, and the Lower Limit 
Switch through the cable glands in the bottom of the control box.  

8. To connect the upper Magnetic Limit Switch, connect the black 
wire from the PCB board to the white wire for the upper Magnetic Limit 
Switch. Connect the red wire from the PCB board to the black wire of the 
Over Limit Switch.  Connect the white wire of the Over Limit Switch to the 

Blue terminal 
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red wire for the upper Magnetic Limit Switch. Note the black wire for the 
Magnetic Limit Switch is not used.   

9. To connect the bottom Magnetic Limit Switch, connect the black 
wire from the PCB board to the white wire for the bottom Magnetic Limit 
Switch. Connect the green wire from the PCB board to the red wire for 
the bottom Magnetic Limit Switch. Note the black wire for the Magnetic 
Limit Switch is not used. 

10. Use wire nuts to secure the four connections. 

 

 

 

 

 

 

 

 

 

 

 

11. Carefully replace the control pad on the control box with the four 
screws that secure the pad. 

12. Using the up and down buttons on the control pad, move the lift 
to the top and bottom positions testing the stopping points.  Utilizing the 

Over 

Limit 

Switch 

Over Limit 

Switch Wire 

Upper 

Magnetic Limit 

Switch Wire 

Lower 

Magnetic Limit 

Switch Wire 

Wires should run 

through cable glands 
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two-side tape, move either one of the two Components of the upper or 
lower Magnetic Limit Switch as needed to achieve the desired stopping 
point.  

13. When the lift is stopping in the desired upper and lower 
positions, mark the location for drilling the holes for the attaching screws.  
There are two holes required for the Non-Wired Component.  Use a ¼” 
drill bit and two self-tapping screws or two through bolts and nuts as 
appropriate. 

14. The Wired Component will need one hole in the middle of the 
vertical slot.  This will allow for minor adjustments up or down to the 
stopping position in the future.  A second hole can be drilled in the 
horizontal slot to firmly secure the mounting plate.  Use a ¼” drill bit and 
two self-tapping screws or two through bolts and nuts as appropriate.  

 

 

 

 

 

 

 

 

Wired and Un-Wired Components installed on Beam with screws  

 

 

 

 

Failure to follow these instructions will void all warranties to equipment as written or implied. Galaxy 

Unlimited LLC will assume no responsibility to damages that were a result of improper installation or user 

error.  WARNING: Failure to tighten the retainer nut could allow the limit switch adjustments to change, 

causing the LIFT TO NOT STOP. This could possibly cause damage to the limit switch, lift, and/or the entire 

system. 
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**Additional Equipment Setup Section (Not Standard) ** 

Call Station 

1) Disconnect service of the 110vac or 220vac to the Galaxy control 
box.  

2) Remove the Gel Pad and then carefully unplug the ribbon cable 
from the circuit board.   

3) Connect the wires from the call station to the bottom blue 
connector on the control board in the following pattern starting 
with the terminal closest to the bottom. 

o Call/Send Station (2 stop & 3 stop): 
▪ 2 Button: Black, Red, Not-Used, Green. 
▪ 3 Button: Black, Red, White, Green. 

o Call Station (1 button): 
▪ Upstairs application: Black, White, Not-Used, 

Not-Used 
▪ Downstairs application: Black, Not-Used, Not-

used, White.  
4) Reinstall Gel Pad. Route the ribbon cable so that it does not kink 

sharply. 
5) Reconnect power to the Galaxy control box and test! 

 

Interlock 

The Interlock is installed at the deck gates or doors to prevent them from 
opening when the basket is not present. It will come with a latch, the 
control board attachment clip, and a length of cord. The unit will not 
recognize that there is an 
interlock until the proper changes 
have been made to the control 
board. To do that you will need 
to cut Jumper 9 which is located 
near the terminal where the 
attachment clip plugs in. 
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The terminals on each interlock are painted to correspond to the wire 
colors in the cord. The other end of the cord will simply plug into the 
attachment clip. To control when the interlock unlocks you will match the 
cam adjustment at the limit switch for the white (typically) wire so that 
corresponds to the stop limit setting of the floor that the interlock is 
installed on.  

Pan Switch 

The Pan Switch Assembly connects as shown.  Mount each rocker 

approximately 6” from the edge of the unit on the subfloor beams. Then 

you will drill an 11/16” hole in the beam and install the cable gland as 

shown.  Next, route travel wire from the switches, through the hole you 

drilled, up over the brace (midway point) and finally to the control box. 
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Galaxy Unlimited, LLC Remote Control Box Warranty 

This warranty is for the electrical components of the Remote Control Box 
which begins on the day of purchase from Galaxy Unlimited, LLC for a 
period of 1 year thereafter. During this period, Galaxy Unlimited, LLC will 
replace electrical components, without charge, for the components of 
the Remote Control Box, or any part or piece thereof, which exhibits a 
manufacturing defect or defect in craftsmanship. Defect is determined at 
the absolute and sole discretion of Galaxy Unlimited, LLC.  
 
To submit an acceptable claim under this limited warranty, the Original 
Purchaser must provide the following information in writing to:  
 
Galaxy Unlimited, LLC  
6470 State Highway 198 
Mabank, TX 75156  
 

• Full Name and Address  

• Serial Number of Unit  

• Clear and specific description of the defect  

• Ship malfunctioning Remote Control Box to above address for 
confirmation/evaluation at the expense of the customer.  
 

This limited warranty is valid only when such products are used under 
normal conditions of recommended use. This limited warranty does not 
cover replacement or repair of any part there of damaged by acts of God, 
abuse, accident, misuse, neglect, alteration, repair, disaster, overloading, 
negligence, unauthorized use, improper installation, improper testing, 
improper product selection, failure to follow maintenance 
recommendations, failure to follow instructions or warnings, or any other 
case beyond the control of Galaxy Unlimited, LLC.  
 
All warranties implied by law, including implied warranties of 
merchantability and fitness for a purpose, are disclaimed or, if a 
disclaimer is not permitted by applicable state law, are expressly 
limited to the durations of the coverage period set forth above. 
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GALAXY UNLIMITED, LLC CARGO LIFT WARRANTY 

 
  
This warranty is only to the original purchaser of a Galaxy Unlimited, LLC 
aluminum cargo lift purchased or used for private and recreational 
purposes, the following:   
1.  That the structural components of the aluminum cargo lift are 
free from manufacturing defects or defects in  craftsmanship for a period 
of 5 years when purchased from Galaxy Unlimited, LLC or any authorized 
agent of Galaxy Unlimited, LLC.  During this period, we will provide 
replacement parts for the structural components of the aluminum cargo 
lift which exhibit manufacturing defects or defects in craftsmanship.  
Defect is determined at absolute and sole discretion of Galaxy Unlimited, 
LLC.   
2. That the gear unit components of the aluminum cargo lift are free 
from manufacturing defects or defects in craftsmanship for a period of 1 
year when purchased from Galaxy Unlimited, LLC.  During this period, we 
will replace gear unit components of the aluminum cargo lift, or any part 
or piece thereof, which exhibits a manufacturing defect or defect in 
craftsmanship.  Defect is determined at absolute and sole discretion of 
Galaxy Unlimited, LLC.   
3. That the electrical components of the aluminum cargo lift are 
free from manufacturing defects or defects in craftsmanship for a period 
of 1 year when purchased from Galaxy Unlimited, LLC or any authorized 
agent of Galaxy Unlimited, LLC.  During this period, we will provide 
replacement parts for the electrical components of the aluminum cargo 
lift, or any part or piece thereof, which exhibits a manufacturing defect 
or defect in craftsmanship.  Defect is determined at absolute and sole 
discretion of Galaxy Unlimited, LLC.   
If a manufacturing or craftsmanship defect is determined by Galaxy 
Unlimited, LLC, the original part will either be repaired, or a replacement 
part will be shipped to the customer/ dealer at no charge. If the 
customer/ dealer is unwilling/ unable to wait the time required to verify 
a manufacturing or craftsmanship defect, a replacement part can be 
purchased at the item’s set price plus shipping costs. If a manufacturing 
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or craftsmanship defect is determined, the customer/ dealer will be 
reimbursed for the cost of the replacement part. If the part is deemed 
“repairable”, the customer/ dealer will receive a partial refund for the 
replacement part. This limited warranty does NOT cover or include Lift 
Cables, which are deemed a “wear” item by Galaxy Unlimited, LLC. 
This limited warranty becomes effective as of the date of installation to 
the original purchaser.  In order for this limited warranty to become 
effective, the original purchaser must, within 30 days of the date of 
installation, register the unit via Galaxy Unlimited, LLC website 
(www.galaxylifts.com).  Registration is a condition precedent to Galaxy 
Unlimited, LLC obligation under this limited warranty.   
 
To submit a claim under this limited warranty, the Original Purchaser 
must provide the following information in writing to:   
Galaxy Unlimited, LLC 
6470 State Highway 198 
Mabank TX 75156 
 
1. Full Name and Address 
2. Model and Serial Number of Unit 
3. Date of installation 
4. Date of registration of warranty 
5. Clear and specific description of the defect 
6. Parts MUST be returned to Galaxy Unlimited, LLC before 
replacement parts are shipped to the Original Purchaser.   
 
This limited warranty does not include labor costs associated with 
repairing or replacing components of the aluminum cargo lift, nor does it 
require Galaxy Unlimited, LLC services for the repairing or replacing of 
the aluminum cargo lift.   
 
This limited warranty is valid only when such products are used under 
normal conditions of recommended use.  This limited warranty does not 
cover replacement or repair of the aluminum cargo lift, or any part 
thereof damaged by acts of God, abuse, accident, misuse, neglect, 
alteration, repair, disaster, overloading, negligence, unauthorized use, 
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improper installation, improper testing, improper product selection, 
failure to follow maintenance recommendations, failure to follow 
instructions or warnings, or any other case beyond the control of Galaxy 
Unlimited, LLC.   
 
This limited warranty does not cover routine maintenance and service.  
Any repair work performed on the aluminum cargo lift, or any part or 
piece thereof manufactured by Galaxy Unlimited, LLC, other than an 
employee of Galaxy Unlimited, LLC or authorized agent, shall void this 
warranty.  This warranty is not transferable or enforceable by any party 
other than the original purchaser.  Parts provided pursuant to this limited 
warranty to be free from manufacturing defects or defects in 
craftsmanship, under the same terms as set forth herein, except that the 
time period for the limited warranty shall, in this instance, be the greater 
of ninety (90) days from the date of the replacement part was delivered 
to the original purchaser, or the period of time remaining on the original 
limited warranty.  This limited warranty is limited to aluminum cargo lifts 
sold and used in the United States.   
 
The sole and exclusive remedy provided by this limited warranty is the 
providing of replacement parts for the aluminum cargo lift, or any part or 
piece thereof manufactured by Galaxy Unlimited, LLC as more fully set 
forth in this document.   
All warranties implied by law, including implied warranties of 
merchantability and fitness for a particular purpose, are disclaimed or, if 
a disclaimer is not permitted by applicable state law, are expressly limited 
to the durations of the coverage period set forth above.   


